
 

V6 & V8 Quarter Window Side Panels  

Installation Instructions 

 

 
 

Congratulations! On your purchase of the V6 & V8 Quarter Window Side Panels we, know that 
you will enjoy having this great product on your Camaro. 
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Time needed for this job is about 10-15 mins for each panel, you will not need any tools with 
you at the car. If it takes you longer do not worry. Take your time, and work at a comfortable 
pace. Please completely read these instructions prior to beginning. It will only take you a few 
minutes to read. Do not skip any of the steps.  

Step One: Trial fit the cover prior to affixing it permanently. You might have to bend it a little to 
fit the curve of the window. It should bend easy enough since its aluminum.  
 
Step Two: You will need to clean the windows we recommend that you clean the window with 
clay bar and with some Adam’s window cleaner seems to work the best or something similar. 
This will remove anything that was on your window. Dry all surfaces very well especially where 
the tape or silicone automotive adhesive will come in contact. 
                                                                                                                                       
Step Three: Once you have clean your window make sure of its placement, take note of where 
the areas that you will be putting the 3M tape or silicone automotive adhesive because of the 
holes. We recommend using clear 3M tape or clear silicone automotive adhesive works the best.    
                                                                                                                                                     
 
Step Four: We recommend putting the clear 3M tape or clear silicone automotive adhesive on 
the window panel first. (Not Included) 
 
Step Five: Remove the 3M tape. If you are using that. 
                                                                                                                 
Step Six: Carefully position the cover in place, take your time because once the tape touches 
any surface, it’s extremely hard to remove or reposition the cover. If you are using clear silicone 
automotive adhesive you will be able to move the panel around since it has to dry. 
 
Step Seven: Apply a good amount of pressure to the cover to assure good adhesion for about    
2-3mins if you are using 3M tape. If you are using clear silicone automotive adhesive you will 
have to tape it down to hold pressure to the window panel overnight. Also keep in mind that you 
will not be able to clean your window or if you try and remove it you could damage the quarter 
window side panel or your window.  
 
Step Eight: Repeat step 1-7 for the other side panel. 
  
Step Nine: Congratulations! You are finish. Enjoy your New Quarter Window Side Panels. 
 
 

Cleaning Instructions 
 

Three steps to cleaning your powder coating quarter window side panel. 

• Carefully remove any loose surface deposits with a wet sponge. 

• Use a sponge and a dilute solution of a mild detergent, eg, pH-neutral liquid hand 
dishwashing detergent in warm water (DO NOT use solvents) this could flake off the powder 
coat. To remove dust, salt and other deposits. Be careful of the decal you don’t want that to 
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start to come off. Decals normally will last about 5 years before you need to replace it 
depending what climate you live in. 

• Ensure you thoroughly rinse the surfaces with clean fresh water after cleaning to remove all 
residues. 
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